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NOTES: EROSION & SEDIMENT CONTROL IN ACCORDANCE WITH BEST MANAGEMENT PRACTICES FOR     EROSION & SEDIMENT CONTROL: GEOTEXTILE CATCHES SHALL BE INSTALLED UNDER THE LIDS OF ALL EXISTING AND PROPOSED SITE STRUCTURES AND ADJACENT MUNICIPAL  SITE STRUCTURES AND ADJACENT MUNICIPAL STRUCTURES. "ULTRA DRAIN GUARD" OR EQUAL. LIGHT DUTY SILT FENCE AND STRAW BALE CHECKS SHALL BE INSTALLED AT LOCATIONS AS SHOWN ON THE DRAWING. ALL SEDIMENT AND EROSION CONTROL MEASURE SHALL BE INSPECTED DAILY AND AFTER EVERY RAIN EVENT BY THE CONTRACTOR. ALL SEDIMENT AND EROSION MEASURES SHALL BE MAINTAINED, REPAIRED OR REPLACED AS REQUIRED UNTIL CONSTRUCTION IS COMPLETE AND GROUND COVER HAS STABILIZED. THE CONTRACTOR SHALL IMMEDIATELY CONTAIN AND REMOVE ANY SEDIMENTS THAT BREACH SILT BARRIERS. CONSTRUCTION TRUCKS SHALL NOT BE CLEANED OR WASHED OFF ON THIS SITE EXCEPT AT AN APPROVED WASH OFF STATION. ANY FUEL SPILLS SHALL BE CONTAINED & CLEANED UP IMMEDIATELY. THE MINISTRY OF THE ENVIRONMENT MUST BE NOTIFIED IMMEDIATELY IF A SPILL OCCURS. IN THE EVENT THAT THE EROSION AND SEDIMENT CONTROL (“ESC”) ESC”) ) MEASURE INDICATED ON THIS PLAN ARE NOT SUFFICIENT, THE CONTRACTOR SHALL PROVIDE ADDITIONAL “ESC” MEASURED TO MINIMIZE ESC” MEASURED TO MINIMIZE  MEASURED TO MINIMIZE THE RELEASE OF SOILS AND SEDIMENT INTO BODIES OF WATER AND SEWERS. CONTRACTOR IS RESPONSIBLE FOR REMOVAL OF EROSION CONTROL MEASURES UPON COMPLETION OF CONSTRUCTION AND RE-VEGETATION HAS OCCURRED.  CONTRACTOR IS RESPONSIBLE FOR DISPOSAL OF COLLECTED SEDIMENT. THIS DOCUMENT IS TO BE CONSIDERED A LIVING DOCUMENT AND MAY BE AMENDED IF WARRANTED BY CONDITIONS.
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