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STOREFRONT HEAD DETAIL AT SIDING4
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RECEPTION 103 MILLWORK ELEVATION 22
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RECEPTION 103 MILLWORK ELEVATION 11
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MILLWORK DETAIL 11
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INTERIOR FINISH SCHEDULE

ROO
M NO. ROOM NAME

FLOOR BASE WALLS CEILING

COMMENTSMAT'L MAT'L
NORTH SOUTH EAST WEST

TYPE FINISHMAT'L FINISH MAT'L FINISH MAT'L FINISH MAT'L FINISH
001 WORKSTATIONS LVT RB GWB/GL4 PT/-- EX GWB PT GWB PT EX GWB PT ACT1 --
002 OFFICE LVT RB EX GWB PT EX GWB/GWB PT GWB PT EX GWB PT ACT1 --
003 OFFICE LVT RB EX/GWB PT GL-4/GWB --/PT GWB PT GWB PT ACT1 --
004 COLLAB ROOM CARPET TILE RB EX GWB PT GL-4 -- GWB PT GWB PT ACT1 --
005 WORKSTATIONS LVT RB GWB/GL4 PT/-- EX GWB PT GWB PT GWB PT ACT1 --
006 MEETING ROOM CARPET TILE RB EX GWB PT GL-4/GWB --/PT EX GWB/GWB PT EX GWB/GWB PT ACT1 --
007 WORKSTATIONS LVT RB GWB/GL4 PT/-- EX GWB PT GWB PT GWB PT ACT1 --
008 COPIER/ STORAGE LVT RB EX GWB PT EX GWB PT EX GWB PT GWB PT ACT1 --
009 WOMENS WR EX EX EX -- EX -- EX -- EX -- EX ACT --
010 MENS WR EX EX EX -- EX -- EX -- EX -- EX ACT --
011 SHARED MEETING ROOM CARPET TILE RB EX GWB PT GWB PT EX GWB/GWB PT EX GWB/GWB PT ACT1 --
012 SHARED MEETING ROOM CARPET TILE RB EX GWB PT GL-4 -- EX GWB PT GWB PT ACT1 --
013 OFFICE LVT RB GWB PT GWB PT EX GWB/GWB PT GWB PT ACT1 --
014 WORKSTATIONS LVT RB GWB PT EX GWB PT EX GWB/GWB PT GWB PT ACT1 --
015 SHARED MEETING ROOM CARPET TILE RB EX GWB PT EX GWB PT EX GWB PT EX/GWB PT ACT1 --
016 EXIT STAIR EX - EX -- EX -- EX -- EX -- EX ACT --
017 ELEV EX - -- -- -- -- -- -- -- -- -- --
018 CORRIDOR LVT RB EX GWB/GWB PT EX GWB/GWB PT EX GWB PT EX GWB/GWB PT ACT1/EX ACT -- RB TREAD/RISER ON STAIR. PT STRINGERS/RAILINGS
019 COFFEE STATION LVT RB GWB PT GWB PT EX GWB/GWB PT EX GWB PT ACT1 --
020 EXISTING ELECTRICAL EX EX EX -- EX -- EX -- EX -- EXIST --
021 STORAGE VCT RB EX/GWB PT EX PT EX PT EX PT GWB2 PT
022 CORR. EX EX EX -- EX -- EX -- EX -- EX GWB PT
023 STORAGE VCT RB EX PT GWB PT EX PT EX PT GWB2 PT
024 KITCHEN LVT RB GWB PT -- -- GWB PT GWB PT GWB2 PT
025 STORAGE VCT RB EX PT EX/GWB PT EX/GWB PT EX PT GWB2 PT
026 STORAGE VCT RB EX PT EX/GWB PT EX/GWB PT EX/GWB PT GWB2 PT
027 CORRIDOR LVT RB EX/GWB PT EX/GWB PT EX/GWB PT EX/GWB PT GWB2 PT
028 OFFICE LVT RB EX/GWB PT GL-4/GWB --/PT EX PT GWB PT GWB2 PT
029 W/R CT CT GWB PT GWB PT GWB PT EX/GWB PT GWB2 PT
030 STAIRS LVT RB GWB PT GWB PT EX PT GWB PT GWB2 PT STAIN AND VARNISH TREADS/RISERS/

STRINGERS/RAILINGS
031 VESTIBULE CT CT GWB PT GWB PT GWB PT GWB PT EXP STRU PT INTUMESCENT PAINT ALL SUPPORTING STEEL

MEMBERS INCL. BEAMS AND COLUMNS
032 LIFT LVT - -- -- -- -- -- -- -- -- EXP STRU PT INTUMESCENT PAINT ALL SUPPORTING STEEL

MEMBERS INCL. BEAMS AND COLUMNS
033 W/R CT CT GWB PT GWB PT GWB PT GWB PT GWB1 PT INTUMESCENT PAINT ALL SUPPORTING STEEL

MEMBERS INCL. BEAMS AND COLUMNS
034 STORAGE VCT RB CONC PT GWB PT CONC PT GWB PT EXP STRU PT INTUMESCENT PAINT ALL SUPPORTING STEEL

MEMBERS INCL. BEAMS AND COLUMNS
035 OFFICE LVT RB GWB PT GWB PT CONC PT GWB PT EXP STRU PT INTUMESCENT PAINT ALL SUPPORTING STEEL

MEMBERS INCL. BEAMS AND COLUMNS
036 OFFICE LVT RB GWB PT GWB PT GWB PT GWB PT EXP STRU PT INTUMESCENT PAINT ALL SUPPORTING STEEL

MEMBERS INCL. BEAMS AND COLUMNS
037 WORKSTATIONS LVT RB GWB PT CONC/GWB PT CONC PT GWB PT EXP STRU PT INTUMESCENT PAINT ALL SUPPORTING STEEL

MEMBERS INCL. BEAMS AND COLUMNS
038 IT ROOM LVT RB EX/GWB PT EX PT EX/GWB PT EX/GWB PT GWB2 PT
039 CORRIDOR LVT RB GWB PT GWB PT GWB PT GWB PT EXP STRU PT INTUMESCENT PAINT ALL SUPPORTING STEEL

MEMBERS INCL. BEAMS AND COLUMNS
040 COPY LVT RB CONC PT GWB PT GWB PT GWB PT EXP STRU PT INTUMESCENT PAINT ALL SUPPORTING STEEL

MEMBERS INCL. BEAMS AND COLUMNS
041 CORRIDOR LVT RB EX/GWB PT EX/GWB PT GWB PT EX/GWB PT EXP STRU PT INTUMESCENT PAINT ALL SUPPORTING STEEL

MEMBERS INCL. BEAMS AND COLUMNS
100 VEST CT - GL/GWB --/PT GL/GWB --/PT GL/GWB/STONE --/PT/-- GL/GWB --/PT ACT2 --
101 LOBBY CT CT GL/GWB --/PT GWB PT GL/GWB/STONE --/PT/-- GWB PT ACT2/GWB1 --/PT
102 CORRIDOR CT CT EX/GWB --/PT EX PT EX PT EX/GWB --/PT ACT2/EX

GWB/GWB2
--/PT/PT

103 RECEPTION CARPET TILE RB EX/GWB PT GWB PT GWB PT EX/GWB PT ACT2/GWB1 --/PT
104 BF W/R CT CT GWB PT GWB PT GWB PT GWB PT GWB1 PT
105 W/R CT CT GWB PT GWB PT GWB PT GWB PT GWB1 PT
106 STAIR/EXIT EX/CONC RB EX/GWB --/PT EX/CB --/PT EX -- CB PT ACT2/EX GWB --
107 SHARED COLLAB SPACE LVT RB EX/GWB PT GWB PT EX/GWB PT EX/GWB PT ACT2/GWB1 --/PT
108 TRAINING/ MEETING ROOM CARPET TILE RB EX PT EX PT -- -- EX PT EX GWB/GWB2 PT
109 TRAINING/ MEETING ROOM CARPET TILE RB EX/GWB PT EX PT GWB PT -- -- EX GWB/GWB2 PT
110 MEETING CARPET TILE RB GWB PT GWB PT GWB PT EX GWB PT EX GWB PT
111 STORAGE LVT RB EX PT EX PT GWB PT GWB PT EX GWB PT
112 CLERK LVT RB EX PT EX PT EX PT GWB PT EX GWB PT
113 CORRIDOR LVT RB EX/GWB PT EX/GWB PT EX/GWB PT EX/GWB PT EX GWB/GWB2 PT STAIN AND VARNISH TREADS/RISERS/

STRINGERS/RAILINGS
114 OFFICE LVT RB EX GWB PT GWB PT EX GWB PT GWB PT GWB2 PT
115 OFFICE LVT RB GWB PT EX GWB PT EX GWB PT GWB PT EX GWB PT
116 OFFICE LVT RB EX GWB PT GWB PT EX GWB PT GWB PT EX GWB PT
117 OFFICE VTL RB EX GWB PT GWB PT GWB PT EX GWB PT EX GWB PT
118 OFFICE LVT RB EX GWB/GWB PT EX GWB/GWB PT EX GWB/GWB PT EX GWB PT EX GWB PT
119 OFFICE LVT RB EX GWB PT GWB PT EX GWB PT EX GWB PT EX GWB/GWB2 PT
120 W/R EX EX EX -- EX -- EX -- EX -- EX GWB PT
121 CORRIDOR LVT RB GWB PT GWB PT GWB PT EX/GWB PT ACT2 --
122 VEST CT CT GWB PT GWB PT GWB PT EX PT GWB1 PT
123 W/R CT CT GWB PT GWB PT GWB PT GWB PT GWB1 PT
124 UNIV W/R CT CT GWB PT GWB PT GWB PT GWB PT GWB1 PT
125 KITCHEN LVT RB GWB PT GWB PT GWB PT GWB PT ACT2 --
126 BREAK ROOM LVT RB GWB PT GWB PT GWB PT GWB PT ACT2 --
127 BREAKOUT SPACE LVT RB GWB PT GWB PT GWB PT GWB PT ACT2 --
128 MEETING ROOM CARPET TILE RB GWB PT GWB PT GWB PT GWB PT ACT2/GWB1 --/PT
129 COPY LVT RB GWB PT EX GWB PT GWB PT -- -- EX GWB PT
130 WORK AREA LVT RB GWB PT EX GWB PT GWB PT GWB PT EX GWB PT
201 OFFICE LVT RB EX GWB PT EX GWB PT GWB PT EX GWB PT GWB2 PT
202 OFFICE POD LVT RB EX GWB PT GWB PT GWB PT GWB PT GWB2 PT
203 WORKSTATIONS LVT RB EX GWB/GWB PT EX GWB PT GWB PT GWB PT GWB2 PT
204 OFFICE LVT RB GWB PT EX GWB PT EX GWB PT GWB PT GWB2 PT
205 OFFICE LVT RB EX GWB PT GWB PT EX GWB PT GWB PT GWB2 PT
206 OFFICE LVT RB GWB PT EX GWB PT EX GWB PT GWB PT EX GWB PT
207 OFFICE LVT RB EX GWB PT GWB PT EX GWB PT GWB PT EX GWB PT
208 CORRIDOR LVT RB EX GWB/GWB PT EX GWB/GWB PT EX GWB/GWB PT EX GWB/GWB PT EX GWB/GWB2 PT
209 GROUP ROOM CARPET TILE RB GWB PT GWB PT GWB PT EX GWB PT EX GWB PT
210 STORAGE LVT RB GWB PT EX GWB PT GWB PT EX GWB PT EX GWB --
211 W/R CT CT EX GWB/GWB PT GWB PT EX GWB PT GWB PT EX GWB --
212 STORAGE LVT RB EX GWB PT GWB PT EX GWB PT EX GWB PT EX GWB --
213 OFFICE LVT RB GWB PT EX GWB PT GWB PT EX GWB PT EX GWB PT
214 W/R EX EX EX -- EX -- EX -- EX -- EX GWB --
215 WORKSTATIONS LVT RB EX GWB PT EX GWB/GWB PT EX GWB/GWB PT EX GWB/GWB PT EX GWB/GWB2 PT
216 OFFICE LVT RB GWB PT EX GWB PT EX GWB PT GWB PT EX GWB/GWB2 PT

DOOR SCHEDULE
NO. SINGLE/PAIR WIDTH HEIGHT

DOOR FRAME
FRR

GLAZING
TYPE

HARDWARE
COMMENTSTYPE MAT'L FINISH TYPE MAT'L FINISH HNG LCK LTCH DB PANIC PSH PUL CLSR PDO STP THR/SWP

001 SINGLE 965 2150 5 ALUM ANOD F25 ALUM ANOD GL-3 YES YES YES YES YES YES
002 SINGLE 965 2134 2 HM PAINT F1A WOOD VARN GL-1
003 SINGLE 915 2150 4 GL-4 GL-4 1/321 GL-4 GL-4 GL-4 YES YES YES YES YES
004 SINGLE 915 2150 4 GL-4 GL-4 1/321 GL-4 GL-4 GL-4 YES YES YES YES YES
006 SINGLE 915 2150 4 GL-4 GL-4 1/321 GL-4 GL-4 GL-4 YES YES YES YES YES
011 SINGLE 965 2134 2 WOOD VARN F1A HM PAINT GL-1 YES YES YES

011B SINGLE 965 2134 3 WOOD VARN F1A HM PAINT 3/4 HR GL-1 YES YES YES YES
012 SINGLE 915 2150 4 GL-4 GL-4 2/321 GL-4 GL-4 GL-4 YES YES YES YES
013 SINGLE 965 2150 3 WOOD VARN F20 ALUM ANOD GL-1 YES YES YES
014 SINGLE 965 2134 3 WOOD VARN F1A HM PAINT GL-1 YES YES YES
015 SINGLE 915 2150 4 GL-4 GL-4 2/321 GL-4 GL-4 GL-4 YES YES YES YES
021 SINGLE 965 2134 1 WOOD VARN F1A HM PAINT N/A YES YES YES
023 SINGLE 965 2134 1 WOOD VARN F1A HM PAINT N/A YES YES YES
025 SINGLE 965 2134 1 WOOD VARN F1B HM PAINT N/A YES YES YES
026 SINGLE 965 2134 1 WOOD VARN F1A HM PAINT N/A YES YES YES
028 SINGLE 965 2134 3 WOOD VARN F1A HM PAINT GL-1 YES YES YES
029 SINGLE 810 2134 1 WOOD VARN F1A HM PAINT N/A YES YES YES
030 SINGLE 965 2134 2 WOOD VARN F1A HM PAINT GL-1 YES YES YES
031 SINGLE 965 2150 5 ALUM ANOD F1C ALUM ANOD GL-1 YES YES YES YES YES

031X SINGLE 965 2150 5 ALUM ANOD W6 ALUM ANOD GL-3 YES YES YES YES YES YES
033 SINGLE 810 2134 1 WOOD VARN F1A HM PAINT N/A YES YES YES
034 SINGLE 965 2134 1 WOOD VARN F1A HM PAINT N/A YES YES YES
035 SINGLE 915 2150 4 GL-4 GL-4 4/321 GL-4 GL-4 GL-4 YES YES YES
036 SINGLE 915 2150 4 GL-4 GL-4 4/321 GL-4 GL-4 GL-4 YES YES YES
038 SINGLE 965 2134 3 WOOD VARN F1B HM PAINT GL-1 YES YES
100 PAIR 1930 2150 5 ALUM ANOD F4 ALUM ANOD TEMP YES YES YES YES YES YES

100X PAIR 1930 2150 5 ALUM ANOD F5 ALUM ANOD GL-3 YES YES YES YES YES YES YES
103A SINGLE 965 2134 3 WOOD VARN F2 HM PAINT GL-1 YES YES YES YES
103B SINGLE 965 2134 3 WOOD VARN F1B HM PAINT GL-1 YES YES YES
104 SINGLE 965 2134 1 WOOD VARN F1 HM PAINT N/A YES YES YES YES
105 SINGLE 860 2134 1 WOOD VARN F1 HM PAINT N/A YES YES YES
106X SINGLE 965 2134 3 HM PAINT F1 HM PAINT 3/4 HR GL-3 YES YES YES YES YES YES
107 SINGLE 965 2150 5 ALUM ANOD F21 ALUM ANOD GL-1 YES YES YES YES YES
107X SINGLE 965 2150 5 ALUM ANOD W7 ALUM ANOD GL-3 YES YES YES YES YES YES
109 SINGLE 965 2134 3 WOOD VARN F1A HM PAINT GL-1 YES YES
110 SINGLE 965 2134 2 WOOD VARN F1A HM PAINT GL-1 YES YES YES
111 PAIR 1680 2135 1 WOOD VARN F1A HM PAINT N/A YES YES
112 SINGLE 965 2134 3 WOOD VARN F1B HM PAINT GL-1 YES YES YES
113A SINGLE 965 2134 3 WOOD VARN F1A HM PAINT GL-1 YES YES YES YES
113B SINGLE 965 2134 3 WOOD VARN F1A HM PAINT GL-1 YES YES YES
114 SINGLE 965 2134 3 WOOD VARN F1A HM PAINT GL-1 YES YES YES
115 SINGLE 965 2150 3 WOOD VARN F16 ALUM ANOD GL-1 YES YES YES
116 SINGLE 965 2150 3 WOOD VARN F16 ALUM ANOD GL-1 YES YES YES
117 SINGLE 965 2150 3 WOOD VARN F26 ALUM ANOD GL-1 YES YES YES
118 SINGLE 965 2134 2 WOOD VARN F1A HM PAINT GL-1 YES YES YES
119 SINGLE 965 2150 11 WOOD VARN F17 ALUM ANOD GL-1 YES YES YES
121 SINGLE 965 2134 3 WOOD VARN F1B HM PAINT 3/4 HR GL-1 YES YES YES YES
122 SINGLE 965 2134 5 ALUM ANOD F1C ALUM ANOD GL-1 YES YES YES YES YES YES
122X SINGLE 965 2150 5 ALUM ANOD F23 ALUM ANOD GL-3 YES YES YES YES YES YES
123 SINGLE 810 2134 1 WOOD VARN F1A HM PAINT N/A YES YES YES
124 SINGLE 965 2134 1 WOOD VARN F1A HM PAINT N/A YES YES YES YES PTL AND EPB
125 SINGLE 965 2134 3 WOOD VARN F1A HM PAINT GL-1 YES YES YES
126 SINGLE 965 2134 3 WOOD VARN F1A HM PAINT GL-1 YES YES YES
127A SINGLE 965 2134 2 WOOD VARN F1A HM PAINT GL-1 YES YES YES
127B PAIR 1120 2135 1 WOOD VARN F1A HM PAINT N/A YES YES
127X SINGLE 965 2150 5 ALUM ANOD F24 ALUM ANOD GL-3 YES YES YES YES YES
128A SINGLE 965 2134 3 WOOD VARN F1A HM PAINT GL-1 YES YES YES
128B SINGLE 860 2134 1 WOOD VARN F1A HM PAINT N/A YES YES
128C SINGLE 965 2134 2 WOOD VARN F1A HM PAINT GL-1 YES YES
201 SINGLE 965 2150 2 WOOD VARN F9 ALUM ANOD GL-1 YES YES
202 SLIDING 965 2150
204 SINGLE 965 2150 3 WOOD VARN F15 ALUM ANOD GL-1 YES YES YES
205 SINGLE 965 2150 3 WOOD VARN F15 ALUM ANOD GL-1 YES YES YES
206 SINGLE 965 2150 3 WOOD VARN F10 ALUM ANOD GL-1 YES YES YES
207 SINGLE 965 2150 3 WOOD VARN F11 ALUM ANOD GL-1 YES YES YES
208 SINGLE 760 2134 1 HM PAINT F1A HM PAINT N/A YES YES YES
209 SINGLE 965 2150 3 WOOD VARN F6 ALUM ANOD GL-1 YES YES YES
211 SINGLE 810 2134 1 WOOD VARN F1B HM PAINT N/A YES YES YES
212 SINGLE 965 2134 1 WOOD VARN F1B HM PAINT N/A YES YES YES
213 SINGLE 965 2150 3 WOOD VARN F12 ALUM ANOD GL-1 YES YES YES
215 SINGLE 965 2134 3 WOOD VARN F1B HM PAINT GL-1 YES YES YES
216 SINGLE 965 2150 3 WOOD VARN F16 ALUM ANOD GL-1 YES YES YES
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