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Notes & Details

BRANCH CIRCUIT, SWITCHED

BRANCH CIRCUIT, HOMERUNS TO PANEL

BRANCH CIRCUIT

P-1

TELEPHONE OUTLET (WALL)

EMERGENCY LIGHT, BATTERY PACK

EMERGENCY LIGHT, DOUBLE REMOTE

EMERGENCY LIGHT, SINGLE REMOTE

DUPLEX RECEPTACLE (WALL) - 15A/120V

SINGLE POLE TOGGLE SWITCH - 20A/120V

HEIGHTCENTRE LINE OF EQUIPMENT, UNLESS OTHERWISE NOTED

SWITCH - 3 WAY

NOTE: HEIGHT IS FROM FINISHED FLOOR TO

NON-STANDARD RECEPTACLE - AS NOTED

DIRECT EQUIPMENT CONNECTION - AS NOTED

TELEPHONE OUTLET (FLOOR)

DATA OUTLET (FLOOR)

DATA OUTLET (WALL)

TELEVISION OUTLET (FLOOR)

TELEVISION OUTLET (WALL)

EXIT LIGHT, END OR CEILING MOUNTED, SINGLE FACE

EXIT LIGHT, SURFACE MOUNTED, SINGLE FACE

EXIT LIGHT, END OR CEILING MOUNTED, DOUBLE FACE

36"-43"/900-1100mm

12"/300mm

-

AS NOTED

-

12"/300mm

-

-

12"/300mm

-

90"/2300mm

90"/2300mm

90"/2300mm

90"/2300mm

90"/2300mm

90"/2300mm

DISTRIBUTION PANEL

DUPLEX RECEPTACLE (SPLIT) - 15A/120V

12"/300mm

ELECTRICAL LEGEND

DESIGNATIONS

AC

DISTRIBUTION

LIGHTING

LIGHT FIXTURE

LIGHT FIXTURE - SURFACEF

F LIGHT FIXTURE - RECESSED

DATA COMMUNICATIONS

EXIT & EMERGENCY LIGHTING

CD

CW

C

E

WP

DUPLEX RECEPTACLE 
1/2 SWITCH- 15A/120V

12"/300mm

NON-FUSED DISCONNECT SWITCH

FUSED DISCONNECT SWITCH

54"/1370mm

54"/1370mm

PROVIDE 3/4" CONDUIT

FROM BACK BOX TO

SUSPENDED CEILING

SPACE

12"/300mm

ABOVE COUNTER

ABOVE FINISHED FLOOR

COMPUTER

CLOTHES DRYER

CLOTHES WASHER

EXISTING DEVICE - RETAIN

EXISTING DEVICE - RELOCATE

EXISTING DEVICE - TO BE REMOVED

WEATHERPROOF

R

SWITCH WITH MOTION SENSOR

LIGHT CONTROL MOTION SENSOR

GF GROUND FAULT CIRCUIT INTERRUPTER

AF ARC FAULT CIRCUIT INTERRUPTER

AFF

D
DISCONNECT & REMOVE DEVICE, WIRE
BOX & CONDUIT BACK TO SOURCE

36"-43"/900-1100mm

36"-43"/900-1100mm

FIRE ALARM PULL STATION                                                             

FIRE ALARM HEAT DETECTOR

FIRE ALARM HORN BELL                                                       

FIRE ALARM

SWITCH WITH MOTION SENSOR & DIMMER 36"-43"/900-1100mm

EX3

EL1

EL3

EX1

EX2

EL2

HD

SD

PS

FIRE ALARM SMOKE DETECTOR
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8INTERIOR
PUSH PLATE

JUNCTION BOX
103mm x103mm
TO HOUSE
POWER SUPPLY

EXTERIOR
PUSH PLATE

120V AC SUPPLY

1
1
0
0
m

m

FLOOR LEVEL

8

1

2 2

4
INTERIOR PUSH PLATE
FOR EMERGENCY CALL

5

9
0
0
m

m

ROUTE CONDUIT IN
CEILING SPACE TO

B/F W/C STALL

6

SHOWN OFF CENTER FOR
CLARITY EXTERIOR DOME

LIGHT SHOWN AS HIDDEN
TO BE INSTALLED ON

CENTER LINE OF DOOR

2
5
0
0
m

m

IN THE EVENT OF AN EMERGENCY
 PUSH EMERGENCY BUTTON AND
AUDIBLE AND VISUAL SIGNAL WILL

ACTIVATE

9

9

INTERLOCK ALL AUTOMATIC DOOR OPERATION DEVICES WITH
EXISTING FIRE ALARM TO ENSURE DOOR IS CLOSED IN THE EVENT
OF A FIRE ALARM SYSTEM ACTIVATION.

ALL WIRING SHALL BE IN CONDUIT.

AUTOMATIC DOOR OPERATOR :-  STANLEY MAGIC-FORCE

PUSH BUTTON  ACTUATOR

PUSH TO LOCK

PUSH FOR EMERGENCY ASSISTANCE

ASSISTANCE REQUIRED DOME LIGHT

ASSISTANCE REQUIRED BUZZER

POWER SUPPLY

OBC REQUIRED SIGN :- INSTALL ABOVE BUTTON IN BF W/C STALL

1

NOTES:-
1.    POWER SUPPLY TO BE MOUNTED IN THE CEILING.

2.   ALL WALL MOUNTED MATERIAL IS TO HAVE WIRING BROUGHT BACK TO THE POWER SUPPLY BOX.

3.   LOW VOLTAGE AND HIGH VOLTAGE WIRING ARE NOT TO BE RUN TOGETHER.

4.   ONE 15A CIRCUIT IS NEEDED FOR THE POWER SUPPLY BOX.

5.   BUTTON LOCATIONS ARE TO BE CENTERED 1100mm FROM FINISHED FLOOR LEVEL.

6.   DOME LIGHT AND BUZZER ARE TO BE CENTERED 2500mm FROM FINISHED FLOOR LEVEL.

7.   PRIOR TO INSTALLATION CONFIRM LOCATIONS WITH OWNER.

8.   DOME LIGHT STANDARD OF ACCEPTANCE:- DUKANE 18A524 (TWO LAMP) CORRIDOR LIGHT WITH ONE LAVATORY CALL LIGHT, FAST FLASHING RED (60ppm) FOR USE AS
INSIDE AND OUTSIDE LIGHT, OR APPROVED EQUIVALENT.

      BUZZER STANDARD OF ACCEPTANCE:- MALLORY SONALERT SC628A C/W 103mm x130mm (4"x4") SURFACE MOUNT BACK BOX OR APPROVE EQUIVALENT.

      POWER SUPPLY STANDARD OF ACCEPTANCE:- LAB-PS241F 12-24V DC / 1A POWER SUPPLY C/W BUILT IN GEL CELL BATTERY CHARGER, AUTOMATIC SWITCHOVER TO
STANDBY BATTERY IN CASE OF AC POWER FAILURE & JUNCTION BOX, OR APPROVED EQUIVALENT.

TRANSFORMER STANDARD OF ACCEPTANCE:- TP4016 PLUG-IN TRANSFORMER 120/16V AC 40Va, OR APPROVED EQUIVALENT.

9.   BACKBOXES, CONDUITS AND 120V CIRCUIT BY ELECTRICIAN.

COORDINATE WITH DOOR HARDWARE SUPPLIER

INTERIOR
PUSH TO LOCK

3

ELECTRIC STRIKE

7

2 EMERGENCY CALL ASSIST SYSTEM
SCALE:  NTSE002

EXISTING
DISTRIBUTION
PANEL 'DP-2P'
120/208V
3PH, 4W

400A
3P

EXIST
DISC
SW.
ELEC
PNL.
'E'

EXISTING
ELEC
PNL. 'A'
200A
120/208V
3PH, 4W

EXISTING
DISC. SW.
FOR
TRANSFER
SWITCH
200A
120/208V
3PH,4W

EXISTING
TRANSFER
SWITCH

200A
120/208V
3PH, 4W

NEW
ELEC
PNL.
'HOUSE'
400A
120/208V
3PH, 4W

EXISTING
ELEC
PNL. 'B'
200A
120/208V
3PH, 4W
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EXISTING SPLITTER
200A, 120/208V, 3PH, 4W

EXISTING
GENERATOR
45 kW

NEW
ELEC
PNL. 'P2'
60A
120/208V
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(GROUND
FLR)

NEW
ELEC
PNL. 'P1'
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(BASEMENT)

NEW
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(GROUND
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Level 0 Floor Plan

1 FLOOR PLAN - DEMOLITION
SCALE:  1 : 100E100

2 FLOOR PLAN - NEW CONSTRUCTION
SCALE:  1 : 100E100
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OF WALL

ELECTRICAL  - DEMOLITION NOTES:

ALL ELECTRICAL OUTLETS & DEVICES IN WALLS OR CEILINGS THAT ARE TO BE REMOVED
SHALL BE DISCONNECTED & REMOVED, INCLUDING BOX CONDUIT & WIRING, BACK TO SOURCE.

COMMUNICATIONS DEVICES:
C1 RETAIN EXISTING COMMUNICATIONS DEVICE
C2 DISCONNECT AND REMOVE EXISTING COMMUNICATIONS DEVICE INCLUDING BOX, CONDUIT

AND WIRING BACK TO SOURCE
INFILL AND REPAIR WALL OR CEILING WHERE APPLICABLE

FIRE ALARM DEVICES:
F1 RETAIN EXISTING FIRE ALARM DEVICE
F2 DISCONNECT, REMOVE AND RELOCATE EXISTING FIRE ALARM DEVICE TO NEW WALL/CEILING
F3 DISCONNECT, REMOVE AND RELOCATE EXISTING FIRE ALARM DEVICE TO NEW HEIGHT
F4 DISCONNECT AND REMOVE EXISTING FIRE ALARM DEVICE INCLUDING BOX, CONDUIT

AND WIRING BACK TO SOURCE
INFILL AND REPAIR WALL OR CEILING WHERE APPLICABLE

LIGHT FIXTURES & SWITCHES:
L1 RETAIN EXISTING LIGHT FIXTURE

ALTER BRANCH CIRCUIT WIRING AND SWITCHING TO SUIT OR AS SHOWN
L2 RETAIN EXISTING LIGHT FIXTURE, SWITCH OR RECEPTACLE LOCATION & CIRCUIT

REPLACE WITH NEW DEVICE
L3 DISCONNECT AND REMOVE EXISTING LIGHT FIXTURE, SWITCH OR RECEPTACLE INCLUDING

BOX, CONDUIT AND WIRING BACK TO SOURCE
PATCH AND REPAIR WALL OR CEILING, WHERE APPLICABLE

POWER:
        P1 RETAIN EXISTING UNIT/DEVICE
        P2 DISCONNECT AND REMOVE EXISTING UNIT/DEVICE INCLUDING BOX, CONDUIT AND

WIRING BACK TO SOURCE
PATCH AND REPAIR WALL OR CEILING, WHERE APPLICABLE

RECEPTACLES:
R1 RETAIN EXISTING ELECTRICAL RECEPTACLE

ALTER BRANCH CIRCUIT WIRING TO RETAIN SERVICE TO EXISTING RECEPTACLES
R2 DISCONNECT AND REMOVE EXISTING ELECTRICAL RECEPTACLE INCLUDING BOX,

CONDUIT AND WIRING BACK TO SOURCE
INFILL AND REPAIR WALL

SECURITY SYSTEM:
S1 RETAIN SECURITY DEVICE
S2 DISCONNECT, REMOVE AND RELOCATE EXISTING SECURITY DEVICE
S3 DISCONNECT AND REMOVE EXISTING SECURITY DEVICE INCLUDING BOX, CONDUIT

AND WIRING BACK TO SOURCE
INFILL AND REPAIR WALL

WALLS TO BE DEMOLISHED
W1 DISCONNECT AND REMOVE ALL OUTLETS AND DEVICES IN WALLS THAT ARE TO BE DEMOLISHED,

INCLUDING ALL BOXES, CONDUIT AND WIRING BACK TO SOURCE

-

WP
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WP
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Basement Floor Plan

1 FLOOR PLAN - DEMOLITION
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2 FLOOR PLAN - NEW CONSTRUCTION
SCALE:  1 : 100E101
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EXISTING AIR HANDLING UNIT
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WIRING AND CONTROLS
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(REFER TO ARCH SITE PLAN FOR LOCATION)

SUPPLY & INSTALL NEW FEEDER
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TO RELOCATED GENERATOR
REFER TO TRENCH DETAIL

(REFER TO ARCH SITE PLAN FOR LOCATION)

CLEAN BACKFILL MATERIAL

2" (50mm) CONCRETE

UNDERGROUND ELECTRICAL
FEEDER CONDUCTORS

6"
(150mm)

6"
(150mm)

1'0" (100mm)

CLEAN SAND

2'6" (760mm)

3 TRENCH DETAIL - UNDERGROUND FEEDER

SCALE:  NTSE101
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ELECTRICAL  - DEMOLITION NOTES:

ALL ELECTRICAL OUTLETS & DEVICES IN WALLS OR CEILINGS THAT ARE TO BE REMOVED
SHALL BE DISCONNECTED & REMOVED, INCLUDING BOX CONDUIT & WIRING, BACK TO SOURCE.

COMMUNICATIONS DEVICES:
C1 RETAIN EXISTING COMMUNICATIONS DEVICE
C2 DISCONNECT AND REMOVE EXISTING COMMUNICATIONS DEVICE INCLUDING BOX, CONDUIT

AND WIRING BACK TO SOURCE
INFILL AND REPAIR WALL OR CEILING WHERE APPLICABLE

FIRE ALARM DEVICES:
F1 RETAIN EXISTING FIRE ALARM DEVICE
F2 DISCONNECT, REMOVE AND RELOCATE EXISTING FIRE ALARM DEVICE TO NEW WALL/CEILING
F3 DISCONNECT, REMOVE AND RELOCATE EXISTING FIRE ALARM DEVICE TO NEW HEIGHT
F4 DISCONNECT AND REMOVE EXISTING FIRE ALARM DEVICE INCLUDING BOX, CONDUIT

AND WIRING BACK TO SOURCE
INFILL AND REPAIR WALL OR CEILING WHERE APPLICABLE

LIGHT FIXTURES & SWITCHES:
L1 RETAIN EXISTING LIGHT FIXTURE

ALTER BRANCH CIRCUIT WIRING AND SWITCHING TO SUIT OR AS SHOWN
L2 RETAIN EXISTING LIGHT FIXTURE, SWITCH OR RECEPTACLE LOCATION & CIRCUIT

REPLACE WITH NEW DEVICE
L3 DISCONNECT AND REMOVE EXISTING LIGHT FIXTURE, SWITCH OR RECEPTACLE INCLUDING

BOX, CONDUIT AND WIRING BACK TO SOURCE
PATCH AND REPAIR WALL OR CEILING, WHERE APPLICABLE

POWER:
        P1 RETAIN EXISTING UNIT/DEVICE
        P2 DISCONNECT AND REMOVE EXISTING UNIT/DEVICE INCLUDING BOX, CONDUIT AND

WIRING BACK TO SOURCE
PATCH AND REPAIR WALL OR CEILING, WHERE APPLICABLE

RECEPTACLES:
R1 RETAIN EXISTING ELECTRICAL RECEPTACLE

ALTER BRANCH CIRCUIT WIRING TO RETAIN SERVICE TO EXISTING RECEPTACLES
R2 DISCONNECT AND REMOVE EXISTING ELECTRICAL RECEPTACLE INCLUDING BOX,

CONDUIT AND WIRING BACK TO SOURCE
INFILL AND REPAIR WALL

SECURITY SYSTEM:
S1 RETAIN SECURITY DEVICE
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F3 DISCONNECT, REMOVE AND RELOCATE EXISTING FIRE ALARM DEVICE TO NEW HEIGHT
F4 DISCONNECT AND REMOVE EXISTING FIRE ALARM DEVICE INCLUDING BOX, CONDUIT

AND WIRING BACK TO SOURCE
INFILL AND REPAIR WALL OR CEILING WHERE APPLICABLE

LIGHT FIXTURES & SWITCHES:
L1 RETAIN EXISTING LIGHT FIXTURE

ALTER BRANCH CIRCUIT WIRING AND SWITCHING TO SUIT OR AS SHOWN
L2 RETAIN EXISTING LIGHT FIXTURE, SWITCH OR RECEPTACLE LOCATION & CIRCUIT

REPLACE WITH NEW DEVICE
L3 DISCONNECT AND REMOVE EXISTING LIGHT FIXTURE, SWITCH OR RECEPTACLE INCLUDING

BOX, CONDUIT AND WIRING BACK TO SOURCE
PATCH AND REPAIR WALL OR CEILING, WHERE APPLICABLE

POWER:
        P1 RETAIN EXISTING UNIT/DEVICE
        P2 DISCONNECT AND REMOVE EXISTING UNIT/DEVICE INCLUDING BOX, CONDUIT AND

WIRING BACK TO SOURCE
PATCH AND REPAIR WALL OR CEILING, WHERE APPLICABLE

RECEPTACLES:
R1 RETAIN EXISTING ELECTRICAL RECEPTACLE

ALTER BRANCH CIRCUIT WIRING TO RETAIN SERVICE TO EXISTING RECEPTACLES
R2 DISCONNECT AND REMOVE EXISTING ELECTRICAL RECEPTACLE INCLUDING BOX,

CONDUIT AND WIRING BACK TO SOURCE
INFILL AND REPAIR WALL

SECURITY SYSTEM:
S1 RETAIN SECURITY DEVICE
S2 DISCONNECT, REMOVE AND RELOCATE EXISTING SECURITY DEVICE
S3 DISCONNECT AND REMOVE EXISTING SECURITY DEVICE INCLUDING BOX, CONDUIT

AND WIRING BACK TO SOURCE
INFILL AND REPAIR WALL

WALLS TO BE DEMOLISHED
W1 DISCONNECT AND REMOVE ALL OUTLETS AND DEVICES IN WALLS THAT ARE TO BE DEMOLISHED,

INCLUDING ALL BOXES, CONDUIT AND WIRING BACK TO SOURCE

-

Renovations & Additions

JOINT ADMIN.
FACILITY

to 2069 Battersea Rd.
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