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This design and drawing are the property of The Scott
Wentworth Landscape Group Ltd. and are not to be copied
or used for construction purposes without the Landscape
Architect's express written consent.

The contractor shall check and verify all dimensions and
report any discrepancies, error, or omissions to the
Landscape Architect prior to commencing work.
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Base plan information taken from Site Plan provided by:
Company Name: COLBOURNE & KEMBEL,
ARCHITECTS INC.
Dated: NOVEMBER 2021

COUNTY OF FRONTENAC

JOINT ADMIN FACILITY: RENOVATIONS
AND ADDITIONS TO 2069 BATTERSEA RD

2069 BATTERSEA ROAD
GLENBURNIE, ON
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AF, DD

2021-12-20ISSUED FOR REVIEW1.
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2022-04-19ISSUED FOR TENDER, PERMIT3.

AND CONSTRUCTION

TREE INVENTORY REPORT AND PRESERVATION PLAN

1:250

2021-10-08 2022-04-19

L0.0

EXISTING TREE TO REMAIN AND

BE PROTECTED WITH TREE

PROTECTION FENCING DURING

CONSTRUCTION

TREE IDENTIFICATION NUMBER

1. ALL TREES PROPOSED FOR RETENTION SHALL

HAVE TREE PROTECTIVE FENCING INSTALLED AS

PER  DETAIL D4 ON SHEET L2.0, IN ORDER TO

ESTABLISH THE TREE PROTECTION ZONE (TPZ)

PRIOR TO ANY SITE ALTERATION OR

CONSTRUCTION ACTIVITIES. THE TPZ SHALL BE

MAINTAINED THROUGHOUT THE PROJECT. THERE

SHALL BE NO ENCROACHMENT, MOVEMENT OF

FENCING, OR STAGE OF MATERIALS (BUILDING,

LANDSCAPE OR OTHERWISE) WITHIN THE TPZ.

GENERAL NOTES:LEGEND:

TP

T
P T

P

TREE PROTECTION ZONETP

EXISTING TREES TO REMAIN

UNDISTURBED DURING

CONSTRUCTION

#

Arborist: Dogwoods Inc.
Charlie Cavanagh NPD Horticulturalist
ISA Certified Arborist ON-1033A
613.659.4696

EXISTING TREE TO BE REMOVED
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EXISTING
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LIMIT OF SODDED

LAWN, TYP.

SODDED LAWN ON 150MM

COMPACTED DEPTH NO. 1

SCREENED TOPSOIL

SLOPE LINES, REFER TO CIVIL DRAWINGS
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This design and drawing are the property of The Scott
Wentworth Landscape Group Ltd. and are not to be copied
or used for construction purposes without the Landscape
Architect's express written consent.

The contractor shall check and verify all dimensions and
report any discrepancies, error, or omissions to the
Landscape Architect prior to commencing work.
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13392 Loyalist Parkway R.R.1, Picton ON K0K 2T0 
613.547.3772

Base plan information taken from Site Plan provided by:
Company Name: COLBOURNE & KEMBEL,
ARCHITECTS INC.
Dated: NOVEMBER 2021

COUNTY OF FRONTENAC

JOINT ADMIN FACILITY: RENOVATIONS
AND ADDITIONS TO 2069 BATTERSEA RD

2069 BATTERSEA ROAD
GLENBURNIE, ON
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SW

200049-DC

AF, DD

2021-12-20ISSUED FOR REVIEW1.
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2022-04-19ISSUED FOR TENDER, PERMIT3.

AND CONSTRUCTION

OVERALL LANDSCAPE PLAN

1:250
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L1.0

LANDSCAPE ENLARGEMENT PLAN, REFER TO SHEET L1.1

LANDSCAPE ENLARGEMENT PLAN, REFER TO SHEET L1.1



TP

TP

TP

TP

TP

TP

TP

TP

TP

TPTP

T
P

T
P

T
P

TP

T
P

T
P

TP

TP

T
P

T
P

T
P

T
P

TPTP

T
P

TP TP TP

T
P

T
P

TP

TP

TP

T
P

T
P

T
P

T
P

T
P

TP TP

TP

TP

T
P

T
P

T
P

T
P

T
P

TP

TP

TP

TP

T
P

EXISTING

2-STOREY

BUILDING

1-STOREY

ADDITION

1-STOREY

ADDITION

1-STOREY

ADDITION

8

Rf

13

Aw

8

Rf

7

Sr

8

Sr

24

Ss

5

Ra

2

Ig

6

Ra

21

Sn

1

Aa

1

Aa

1

Aa

9

Aw

9

Cre

5

Dl

27

Mp

12

Cn

12

Cn

10

Aw

9

Dl
10

Aw

12

Dl

2

Ar

13

Om

13

Om

6

Cr

7

As

1

QwK

5

Cn

3

Hs

4

Ba

4

Iv

5

Mp

12

Cn

4

As

3

Vl

5

At

5

Sh

8

Dl

7

As

2

Ig

1

Aa

18

Mp

12

BmG

5

Dl

4

Ba

7

Ag

5

IgG

1

Aa
10

Mp

SHOVEL CUT EDGE

AT PLANTING BED, TYP.
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SODDED LAWN ON 150MM

COMPACTED DEPTH NO. 1

SCREENED TOPSOIL

EXISTING

WALKAY

CONCRETE UNIT PAVERS,

BY UNILOCK

BANDING: TOWN HALL, BURNT CLAY

FIELD: UMBRIANO RANDOM PATTERN,

SUMMER WHEAT

D6

L2.0

D2

L2.0

SHRUB

PLANTING

D3

L2.0

HERBACEOUS

PLANTING

D1

L2.0

DECIDUOUS

TREE PLANTING

RIVERSTONE MULCH
D7

L2.0
PLANTER CURB

D5

L2.0

SHOVEL CUT EDGE

AT PLANTING BED, TYP.
CONCRETE UNIT PAVERS

BY UNILOCK

BANDING: TOWN HALL, BURNT CLAY

FIELD: UMBRIANO RANDOM PATTERN,

SUMMER WHEAT

D6

L2.0

LIMIT OF SODDED LAWN

SODDED LAWN ON 150MM

COMPACTED DEPTH NO. 1

SCREENED TOPSOIL

FLAGPOLES RELOCATED,

REFER TO ARCHITECTURAL DRAWINGS

EXISTING WALKWAY

LIMIT OF SODDED LAWN

EXISTING PLANTING

TO REMAIN

SHOVEL CUT EDGE

AT PLANTING BED, TYP.

EXISTING TREE, TYP.

WAYFINDING SIGNAGE,

BY OTHERS

REMOVE EXISTING CONCRETE

UNIT PAVERS AS REQUIRED FOR

FOUNDATION EXCAVATION.
SALVAGE PAVERS FOR

REINSTALLATION

EXISTING PLANTING BED AND PLANT

MATERIAL TO BE SALVAGED PRIOR TO

CONSTRUCTION COMMENCING,

EXTENT TO BE REVIEWED ON SITE TO

ALLOW FOR CONSTRUCTION

OPERATIONS. PLANT MATERIAL TO BE

IDENTIFIED AND TRANSPLANTED,

MAINTAINED AND REINSTALLED BY

CONTRACTOR

EXISTING LAWN

SIENNASTONE SMOOTH PRECAST

CONCRETE RETAINING WALL,

REFER TO CIVIL DRAWINGS FOR

ELEVATIONS AND GRADING

D8

L2.0
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18

Cre

REMOVE EXISTING LINEAR GRANITE ROCK PILE,

SCRUB TREES AND BRUSH, AND REGRADE ENTIRE

AREA EAST OF NEW ADDITION FROM NORTH END

OF EXISTING STONE FENCE TO RELOCATED

FLAGPOLES (A LENGTH OF ABOUT 30 M), SLOPING

CONTINUOUSLY FROM GRADE AT EAST WALL OF

ADDITION DOWN TO EXISTING GRADE AT CURRENT

PROPERTY LINE LIMITS

CONCRETE UNIT PAVERS,

BY UNILOCK

BANDING: TOWN HALL, BURNT CLAY

FIELD: UMBRIANO RANDOM PATTERN,

SUMMER WHEAT

D6

L2.0

EXISTING STONE
WALL

SILT FENCE, REFER TO CIVIL

ENGINEERING DRAWINGS
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SCALE: 1:100
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PLANT MATERIAL SCHEDULE

SYMBOL QUANTITY BOTANICAL NAME COMMON NAME SIZE CONDITION REMARKS

IgG 5 Ilex glabra 'Gem Box' Gem Box Inkberry 50cm 3gal Potted
Iv 4 Illex verticillata Winterberry 60cm 3gal Potted

As 18 Achillea millefolium Yarrow 1gal Potted

Hs 3 Helianthus strumosus Pale-leaved Sunflower 1gal Potted

Om 26 Oenothera missouriensis Ozark Sundrop 1gal Potted

Cn 41 Calamintha nepeta ssp. nepeta Calamint 1gal Potted

Sn 21 Sorghastrum nutans Indian Grass 2gal Potted

BmG 12 Buxus microphylla 'Green Gem' Green Gem Boxwood 40cm 3gal Potted

Vl 3 Viburnum lentago Nannyberry Viburnum 60cm 3gal Potted

Dl 39 Diervilla lonicera Northern Bush Honeysuckle 60cm 3gal Potted
Cr 6 Cornus racemosa Gray Dogwood 60cm 3gal Potted

Aa 5 Amelanchier alnifolia Saskatoon Serviceberry 150cm 10gal Clump

Rf 16 Rudbeckia fulgida Black-eyed Susan 1gal Potted

Mp 60 Monarda punctata' Spotted Beebalm 1gal Potted

Cre 27 Coreopsis verticillata 'Moonbeam' Moonbeam Tickseed 1gal Potted

Ba 8 Baptisia australis Blue False Indigo 1gal Potted
Aw 42 Aster 'Wood's Blue' Wood's Blue Aster 1gal Potted

Sh 5 Sporobolus heterolepis Prairie Dropseed 2gal Potted

Ag 7 Andropogon gerardii Big Bluestem 2gal Potted

Herbaceous

Ra 11 Rhus aromatica Fragrant Sumac 60cm 3gal Potted

Ig 4 Ilex glabra Inkberry Holly 60cm 3gal Potted

Shrubs

Ar 2 Acer rubrum 'Brandywine' Brandywine Maple 60mm WB
QwK 1 Quercus x warei 'Kindred Spirit' Kindred Spirit Oak 60mm WB

Trees

Ss 24 Schizachyrium scoparium Little Bluestem 2gal Potted

NATIVE

Hybrid of
Yes

Yes

Yes

No

No

Yes

No

Yes

Yes
Yes

Yes

Yes

Yes

No

No
Hydrid of

Yes

Yes

Yes

Yes

Hybrid of
No

Yes

BIODIVERSITY FACTOR

45
45

19

70

19

6

n/a

115

4
129

124

17

12

5

20

1

14

52

45

295
n/a

7

SUPPORTS POLINATORS

Yes
Yes

Yes

Yes

Yes

Yes

Yes

Yes
Yes

Yes

Yes

Yes

Yes

Yes
Yes

Yes

Yes

ATTRACTS BIRDS

Berries
Berries

Berries

Berries

Berries

Berries/Habitat

At 5 Asclepias tuberosa Butterfly Weed 1gal Potted Yes Yes12

Sr 15 Solidago rugosa 'Fireworks' Fireworks Golden Rod 1gal Potted Hybrid of 138 Yes

n/a

n/a

This design and drawing are the property of The Scott
Wentworth Landscape Group Ltd. and are not to be copied
or used for construction purposes without the Landscape
Architect's express written consent.

The contractor shall check and verify all dimensions and
report any discrepancies, error, or omissions to the
Landscape Architect prior to commencing work.
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Base plan information taken from Site Plan provided by:
Company Name: COLBOURNE & KEMBEL,
ARCHITECTS INC.
Dated: NOVEMBER 2021

COUNTY OF FRONTENAC

JOINT ADMIN FACILITY: RENOVATIONS
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1:25

HERBACEOUS PLANTING

PLANT MATERIAL QUALITY STANDARDS

ALL PLANT MATERIAL TO CONFORM TO THE LEVELS OF STANDARDS ESTABLISHED BY

THE CANADIAN STANDARDS FOR NURSERY STOCK, NINTH EDITION, PUBLISHED BY THE

CANADIAN NURSERY LANDSCAPE ASSOCIATION.

NOTES

-PLACE MULCH TO EVEN HORIZONTAL GRADE.

-FIRMLY COMPACTED BACKFILLED TRIPLE MIX GARDEN LOAN OR SPECIFIED PLANTING

MIXTURE TO ELIMINATE AIR POCKETS AND PREVENT SETTLEMENT.

WATERING

ENSURE HERBACEOUS PLANTS ARE THOROUGHLY WATERED AT TIME OF PLANTING.

CONTINUE WATERING AS REQUIRED TO PROVIDE ADEQUATE MOISTURE FOR THE

DURATION OF THE SPECIFIED MAINTENANCE DURING ESTABLISHMENT PERIOD.

4
5

0

D3

PREMIUM SHREDDED PINE BARK

MULCH 75MM  COMPACTED DEPTH,

ENSURE THAT BARK MULCH IS PULLED

AWAY FROM CROWN OF PLANT TO

EXPOSE SOIL

HERBACEOUS PLANT MATERIAL

TRIPLE MIX GARDEN LOAM OR

PLANTING MIXTURE AS SPECIFIED

SCARIFY SURFACE OF SUBGRADE

COMPACTED SUBGRADE

1:25

SHRUB PLANTING

PLANT MATERIAL QUALITY STANDARDS

ALL PLANT MATERIAL TO CONFORM TO THE LEVELS OF STANDARDS ESTABLISHED BY THE CANADIAN
STANDARDS FOR NURSERY STOCK, NINTH EDITION, PUBLISHED BY THE CANADIAN NURSERY
LANDSCAPE ASSOCIATION.

NOTES

-SHRUBS AS DETAILED REPRESENTS BOTH CONIFEROUS AND DECIDUOUS SPECIES
-PLACE MULCH TO EVEN HORIZONTAL GRADE

-SHRUB BEDS TO BE BACKFILLED WITH TRIPLE MIX GARDEN LOAM PLANTING MIXTURE, OR AS SPECIFIED

TO A COMPACTED DEPTH OF 450MM
-FIRMLY COMPACTED BACKFILLED PLANTING MIXTURE TO ELIMINATE AIR POCKETS AND PREVENT

SETTLEMENT

WATERING
ENSURE SHRUBS ARE THOROUGHLY WATERED AT TIME OF PLANTING. CONTINUE WATERING AS

REQUIRED TO PROVIDE ADEQUATE MOISTURE FOR THE DURATION OF THE SPECIFIED MAINTENANCE
DURING ESTABLISHMENT PERIOD.

COMPACTED SUBGRADE

PREMIUM SHREDDED PINE
BARK MULCH TO 75MM
COMPACTED DEPTH,

KEEP MULCH AWAY
FROM BASE OF SHRUB

TAMP PLANTING MIXTURE BELOW
ROOT BALL PRIOR TO SETTING
SHRUB AND FILL PLANTING BED

IN COMPACTED 150MM LAYERS

PRUNE AT TIME OF PLANTING TO

REMOVE ALL DAMAGED, DEAD,
OR DISEASED BRANCHES, BEING
CAREFUL TO RETAIN THE

NATURAL SHAPE OF THE PLANT

FINISHED GRADE, ENSURE
BED SLOPES AWAY FROM

BUILDING FOUNDATION

TRIPLE MIX GARDEN LOAM
OR SPECIFIED PLANTING

MIXTURE

MAINTAIN ORIGINAL

GRADE OF PLANT BASE

REMOVE POTTED SHRUBS

FROM POT TAKING CARE
NOT TO DAMAGE ROOTS.
IF BALLED AND

BURLAPPED, CUT AND
REMOVE ALL WIRE, ROPE,

BURLAP AND TWINE FROM
AROUND THE BASE OF
SHRUB AND TOP THIRD OF

ROOT BALL

SCARIFY SURFACE OF
SUB-GRADE

4
5

0

-SHRUBS PLANTED IN GROUPS SHALL BE SET IN CONTINUOUS PLANTING BEDS, REFER TO LANDSCAPE

LAYOUT PLANS

D2

SUPPORT TREE WITH TWO
2500MM T-BARS, PAINTED GREEN

OR BLACK, AND DRIVEN
SECURELY 500MM MIN. INTO

UNDISTURBED GROUND. SECURE
TRUNK ABOVE FIRST SET OF
BRANCHES USING

BIO-DEGRADABLE FABRIC STRAP
WITH GROMMETS AT ENDS FOR

SECURING WITH 12 GALV. WIRE.

TRIPLE MIX GARDEN LOAM OR
SPECIFIED PLANTING MIXTURE,

GENTLY PACK WITH WATER TO
SETTLE SOIL AROUND ROOT BALL

1:25

DECIDUOUS TREE PLANTING

PLANT MATERIAL QUALITY STANDARDS
ALL PLANT MATERIAL TO CONFORM TO THE
LEVELS OF STANDARDS ESTABLISHED BY THE

CANADIAN STANDARDS FOR NURSERY STOCK,
NINTH EDITION, PUBLISHED BY THE CANADIAN

NURSERY LANDSCAPE ASSOCIATION.

FINISHED GRADE

PREMIUM SHREDDED PINE BARK
MULCH INSTALLED WITHIN

SAUCER TO 75MM COMPACTED
DEPTH. KEEP MULCH 100MM
AWAY FROM BASE OF TRUNK.

ROOT BALL SET ON FIRMLY

PACKED SOIL TO PREVENT
SETTLING

WRAP TRUNK WITH PERFORATED

PIPE, 600MM LONG OR APPROVED
EQUAL

CONSTRUCT 75MM TOPSOIL

SAUCER 150MM BEYOND THE
EDGE OF THE ROOTBALL

PLANTING DEPTH: IN HEAVY CLAY
OR POOR DRAINED SOIL ALL

WOODY PLANTS TO BE PLACED
SO THAT THE ROOT COLLAR IS

POSITIONED 75-100MM HIGHER
THAN THE SURROUNDING GRADE.
PLACE TREE AT HEIGHT SO THAT

ROOT COLLAR IS AT OR SLIGHTLY
HIGHER THAN SURROUNDING

GRADE

CUT AND REMOVE ALL WIRE,

ROPE, BURLAP AND TWINE FROM
AROUND THE TRUNK AND TOP

THIRD OF THE ROOT BALL

PRUNE AT TIME OF PLANTING TO
CAREFULLY REMOVE ALL DEAD,
BROKEN, DAMAGED, AND

INTERFERING BRANCHES. DO NOT
PAINT WOUNDS

WATERING

ENSURE TREES ARE THOROUGHLY WATERED AT
TIME OF PLANTING. CONTINUE WATERING AS

REQUIRED TO PROVIDE ADEQUATE MOISTURE FOR
THE DURATION OF THE SPECIFIED MAINTENANCE
DURING ESTABLISHMENT PERIOD.

DIRECTION OF PREVAILING WINDS

ROOT BALL

(SIZE VARIES)

GUYING - PLAN VIEW

300

MIN

300

MIN

D1
1:25

TREE PROTECTION ZONE

NOTES

1.  REFER TO TREE PRESERVATION SPECIFICATIONS
2. ALL PROTECTIVE FENCING SHALL BE IN PLACE
   PRIOR TO ANY SITE ALTERATIONS/CONSTRUCTION

   ACTIVITY AND TO BE MAINTAINED TO SPECIFICATION
   THROUGHOUT THE PROJECT UP TO AND INCLUDING

   THE COMPLETION OF ALL LANDSCAPE TREATMENTS.
3. MAINTAIN PROTECTIVE PLYWOOD HOARDING IN
    PLACE FOR THE ENTIRE DURATION OF CONSTRUCTION

4. NO PERSON OR CONTRACTOR SHALL ENTER, MOVE
    OR ADJUST THE TPZ ONCE THE HOARDING HAS BEEN

    ERECTED. THE TPZ SHALL NOT BE REMOVED UNTIL
    THE COMPLETION OF THE PROJECT.

5. HAND EXCAVATION MANDATORY WITHIN THE TREE      PROTECTION

ZONE (1500MM OF ROT MASS), UNDER ISA CERTIFIED ARBORIST

SUPERVISION.
6. CONTRACTOR TO REPLACE SUB-BASE MATERIAL IMMEDIATELY TO

COVER ROOT MASS AND WATERING PROGRAM IMPLEMENTED.

7. IF EXCAVATION OCCURS WITHIN THE TREE PROTECTION FENCING
THEN A ISA CERTIFIED ARBORIST SHALL BE PRESENT DURING

EXCAVATION TO PERFORM OR SUPERVISE ROOT PRUNING OF TREES
IN OR AT THE PERIPHERY OF THE TREE PROTECTION ZONE.

TREE PROTECTION SIGNAGE
A SIGN THAT IS SIMILAR TO THE ILLUSTRATION TO THE RIGHT MUST BE MOUNTED ON ALL SIDES OF A

TREE PROTECTION BARRIER HOARDING. THE SIGN SHOULD BE A MINIMUM OF 400MM X 600MM

(15.7"X23.6") AND MADE OF WHITE GATOR BOARD OR EQUIVALENT MATERIAL.

TREE PROTECTION ZONE (TPZ)
NO GRADE CHANGE, STORAGE OF

MATERIALS, VEHICLES OR EQUIPMENT IS
PERMITTED WITHIN THIS TPZ. THIS TREE
PROTECTION BARRIER MUST NOT BE

REMOVED WITHOUT THE WRITTEN
AUTHORIZATION OF THE OWNER AND

OR PROJECT MANAGER.

EXISTING TREE TO REMAIN

2000MM HIGH PLYWOOD HOARDING

WITHIN LIMITS OF WORK AND AS
SHOWN ON PLANS.

DO NOT DISTURB GRADE,

STOCKPILE MATERIALS OR
TRAVEL WITHIN THE ROOT
ZONE OF THE TREES TO BE

PRESERVED

DRIP LINE

1500ROOT ZONE

CL

D4

PLYWOOD

HOARDING

CONCRETE UNIT PAVERS, REFER

TO DETAIL D6 ON SHEET L2.0

GRANULAR 'A' BASE,

COMPACTED TO 98% S.P.D.

EXISTING SUB-BASE

COMPACTED TO 95% S.P.D.

5
0

0
2
0

0

180

2
5

0

1:10

PLANTER CURB
D5

SIENASTONE SMOOTH

STEP SET VERTICALLY AS
CURB

PLANTING BED. CONTRACTOR TO INSTALL TRIPLE MIX

PLANTING SOIL, HOLD DOWN SOIL 75MM FROM TOP OF CURB CONCRETE UNIT PAVERS
1:10

ALUMINUM EDGE RESTRAINT WHERE

ABUTTING LAWN AREAS OR

PLANTING BEDS, FASTENED WITH

300MM ARDOX SPIKES, 300MM O.C.

FILL JOINTS WITH POLYMERIC

JOINTING SAND, COLOUR TO BE

DETERMINED

CONCRETE UNIT PAVERS, REFER TO

LANDSCAPE PLAN FOR PAVING

PATTERN, TYPES AND SIZES

LIMESTONE SCREENING SETTING

BED

GRANULAR 'A' BASE, COMPACTED

TO 98% S.P.D.

EXISTING SUB-BASE COMPACTED TO

95% S.P.D.

100

15
0

3
8

NOT TO SCALE

D6

1:10

RIVERSTONE MULCH
D7

15
0

LINE MULCH AREA WITH

GEOTEXTILE FILTER FABRIC,

TYPAR 3341 OR APPROVED

EQUAL

100-150MM DIA. GRANITE

RIVERSTONE MULCH. TOP OF

MULCH GRADE TO BE FLUSH

WITH ADJACENT GRADE

RETAINING WALL
1:10

GRANULAR 'A' BASE,

COMPACTED TO 98% S.P.D.

EXISTING SUB-BASE

COMPACTED TO 95% S.P.D.

102MM DIA. PERFORATED

DRAINAGE LINE SET IN 19MM

CLEAR STONE

SIENNA STONE SMOOTH

COPING UNIT BY UNILOCK.

INSTALL AS PER

MANUFACTURERS

SPECIFICATIONS

SIENNA STONE SMOOTH

500 STANDARD UNIT BY

UNILOCK. INSTALL AS PER

MANUFACTURERS

SPECIFICATIONS

FINISHED GRADE OF

PLANTING BED

FINISHED GRADE, REFER TO

LANDSCAPE PLAN FOR

SURFACE MATERIAL
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This design and drawing are the property of The Scott
Wentworth Landscape Group Ltd. and are not to be copied
or used for construction purposes without the Landscape
Architect's express written consent.

The contractor shall check and verify all dimensions and
report any discrepancies, error, or omissions to the
Landscape Architect prior to commencing work.
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13392 Loyalist Parkway R.R.1, Picton ON K0K 2T0 
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COUNTY OF FRONTENAC

JOINT ADMIN FACILITY: RENOVATIONS
AND ADDITIONS TO 2069 BATTERSEA RD

2069 BATTERSEA ROAD
GLENBURNIE, ON
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2021-12-20ISSUED FOR REVIEW1.
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