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TYPE PLAN FRR MATERIALS TYPE | PLAN FRR MATERIALS HEIGHT
FN1 — — CONCRETE FOUNDATION WALL P1 N/A 16 GYPSUM BOARD FROM FLOOR TO
v e N v 92 STEEL STUD FRAMING AT 400 OC. U/S STRUCTURE
92 SOUND BATT INSULATION
EAI PREFORMED ALUMINUM SIDING 16 GYPSUM BOARD
v T 25 VERTICAL ALUMINUM GIRTS AT 800 O.C.
STAINLESS STEEL 75mm ADJUSTABLE ISOLATION CLIPS AT P2 1 HR ULC WN40T FROM FLOOR TO
200 O.C. HORIZONTALLY AND 400 O.C. VERTICALLY * 16 GYPSUM BOARD U/S STRUCTURE
15 RIGID INSUL 92 STEEL STUD FRAMING AT 400 OC.
AIR BARRIER 92 SOUND BATT INSULATION
16 GLASS FIBRE-FACED GYPSUM SHEATHING 16 GYPSUM BOARD
152 STRUCTURAL METAL STUD FRAMING AT 400 OC.
150 BATT INSULATION P3 N/A 16 GYPSUM BOARD FROM FLOOR TO
VAPOUR BARRIER v 92 STEEL STUD FRAMING AT 400 O.C. U/S STRUCTURE
16 GYPSUM BOARD 16 GYPSUM BOARD
O NTARlO BU | LD IN@ CO D E (O BG ) MATRlX EA2 90 MASONRY WITH MASONRY TIES AT 400 VERTICALLY P4 = ' | A 16 GYPSUM BOARD FROM FLOOR TO
v e AND 800 HORIZONTALLY 4 | | 92 STEEL STUD FRAMING AT 400 OC. U/S STRUCTURE
TT I T 1 11 25 AR SPACE
FIRM NAME : COLBOURNE ¢ KEMBEL, ARCHITECTS INC. 75 RIGID INSUL P5 N/A 16 GYPSUM BOARD FROM FLOOR TO
. AIR BARRIER 92 STEEL STUD FRAMING AT 400 OC. U/S STRUCTURE
CERT|F|CATE OF PRAGTIGE NUMBER 5424 16 GLASS FIBRE-FACED GYPSUM SHEATHING * 92 SOUND BATT INSULATION
NAME OF PROJECT: CF & CRCA JOINT ADMIN OFFICES: ENTRANCE LOBBY ADDITION/RENOVATIONS 152 STRUCTURAL METAL STUD FRAMING AT 400 O.C. o6 | wa 16 GYPEUM BOARD FROM FLOOR 10
PROJECT LOCATION: 2069 BATTERSEA ROAD, GLENBURNIE, ON reailiicualicn v | 64 STEEL STUD FRAMING AT 400 OC. U/5 STRUCTURE
16 GYPSUM BOARD
ITEM | ONTARIO BUILDING CODE INFORMATION OBC REFERENCE EN3 40 MASONRY WITH MASONRY TIES AT 400 VERTICALLY P = ——— 1THR h“b—cé :’\légJM BOARD E/RE:O;I';LJ-C?'IC‘S:ETO
AND 800 HORIZONTALLY
v SRERRRRE s AIRDE:P o ZONTALL v W 152 STEEL STUD FRAMING AT 400 O.C.
1 | PROJECT DESCRIPTION [ ] new [ crANGE oF use D<] parT3 [ ] ParTA 125 SOUND BATT INSULATION
(REFER TO PART 10 SUMMARY BELOW) 75 RIGID INSUL 16 GYPEUM BOARD
11.2 [A] 11.2 [A] AR BARRIER
>X<] appiTioN D><] RENOVATION S EEEEE 16 GLASS FIBRE-FACED GYPSUM SHEATHING
(REFER TO PART 11 SUMMARY BELOW) 410.13. e 152 STRUCTURAL METAL STUD FRAMING AT 400 OC.
16 EXTERIOR GRADE PLYNOOD SHEATHING P& 1HR 190 CONCRETE BLOCK FROM FLOOR TO
2 MAJOR OCCUPANCY(S) B-3 - CARE HOME, D - OFFICE 3.1.2.1(1) 4.10.13. AR BARRIER v U/5 STRUCTURE
15 RIGID INSUL
3 BUILDING AREA (m2) EXISTING BUILDING: 4,820 m?2 NEW: 291 m2 TOTAL: 5,111 m? 1.4.1.2. [A] 1.4.1.2. [A] 25 AIR SPACE
90 MASONRY WITH MASONRY TIES AT 400 VERTICALLY
AND 800 HORIZONTALLY Pa % 7 90 MASONRY VENEER FROM FLOOR TO
4 GROSS AREA (m2) EXISTING BULDING: 11,110m? NEW: 452 m2 TOTAL: 11,562 m2 1.4.1.2. [A] 1.4.1.2. [A] v U/S STRUCTURE
EN1O — WALL THICKNESS TO MATCH EXISTING ADJACENT WALL
5 | NUMBER OF STOREYS ABOVE GRADE: 2 BELOW GRADE: 1 1412 A AND 3211, | 1412 alaNDato4 |V o ;s@zggﬁif itﬂm'lﬁﬂn Z'%;lg AT 500 OC. P&’ N/A oL-4 2600
STAINLESS STEEL 75mm ADUSTABLE ISOLATION CLIPS AT
6 NUMBER OF STREETS/ACCESS ROUTES 2 3.2210. AND 3.25. 4.10.20 200 OL. HORIZONTALLY AND 400 O.C. VERTICALLY
15 RIGD INeUL P11 N/A WALL INFILL (THICKNESS TO MATCH EXISTING ): INFILL EXISTING
7 BULDING CLASSIFICATION GROUP B, DIVISION 2 OR 3, UP TO 3 STOREYS, SPRINKLERED  3.2.2.34. 3.2234. a.10.2 AR BARRIER v 16 GYPSUM BOARD OPENING
16 GLASS FIBRE-FACED GYPSUM SHEATHING :f:;giégﬁg;@;”gi :;éso)o oc.
& SPRINKLER SYSTEM PROPOSED ><| ENTIRE BULDING 3.22.20. - 83. 910.6.2. 152 STRUCTURAL METAL STUD FRAMING AT 400 O.C. AR SPACE (THCINEEE VAREES) |
[ ] BASEMENT ONLY 3215, 150 BATT INSULATION 42 SOUND BATT INSULATION
VAPOUR BARRIER e AR
] 64 STEEL STUD FRAMING AT 400 OC.
IN LIEU OF ROOF RATING 3.22.17. T e BOARS
] P%z 16 GYPSUM BOARD
NOT REGUIRED INDEX INDEX N1 WALL THICKNESS TO MATCH EXISTING ADJACENT WNALL
v PREFORMED ALUMINUM SIDING P13 L | 1HR 64 STEEL STUD FRAMING FROM FLOOR TO
q STAND PIPE REQUIRED [ ] ves <] no 3.24 N/A ENEEEEE. 25 VERTICAL ALUMINUM GIRTS AT 800 O.C. v | 2 LAYERS 16 TYPE X GYPSUM BOARD U/S STRUCTURE
STAINLESS STEEL 75mm ADUSTABLE ISOLATION CLIPS AT
10 FIRE ALARM REQUIRED <] ves [ 1N 3.24. d.10.18. 800 O.C. HORIZONTALLY AND 400 O.C. VERTICALLY
15 RIGID INSUL
1 WATER SUPPLY / SUPPLY IS ADEQUATE ><] ves [ ] no 3.25.7. N/A AR BARRIER
16 GLASS FIBRE-FACED GYPSUM SHEATHING
12 HIGH BULDING [ ] ves <] no 3.26. N/A 140 WOOD STUD FRAMING AT 400 O.C.
140 BATT INSULATION
13 CONSTRUCTION RESTRICTIONS [ | COMBUSTIBLE ><] NonN-coMBUSTBLE [ | BOTH 3.22.25. 4.10.6 VAPOUR BARRIER
89 NOOD STUD FRAMING AT 400 OC.
ACTUAL CONSTRUCTION I:l COMBUSTIBLE (EXISTING) I:I NON-COMBUSTIBLE (NEN) I:I BOTH 89 WOOD STUD ERAMING AT 400 OC.
16 GYPSUM BOARD
14 | IMPORTANCE CATEGORY [ ] Low NORMAL [ ] HeH [ ] PosT-DisasTER 41.21.(3) q.4.11, 41.2.1.(3)
i B LEGEND OF SYMBOLS
15 MEZZANINE(S) AREA (M2) N/A 3.2.1.1(3)-(8). a.10.4.1
16 OCCUPANT LOAD BASED ON [ ><| m2/PERSON [ ] pEsieN oF BULDNG 3.1.17. 9.4.13 > ROOM NAME AND NUMBER., @ DOOR NUMBER . REFER. TO
(FOR ADDITION ONLY) OCCUPANCY: GROUP D :EEE;LE ESER;%EE?;E’H DOOR SCHEDULE
LOAD 49 PERSONS NEA WINDOW OR FRAME TYPE, REFER
5 <> WINDOW ELEVATIONS AND FRAME TYPES
' ELEVATION/SECTION NUMBER
AN
1ﬁ\ ELEVATION/SECTION REFERENCE NEN DOOR AND FRAME,
17 | BARRIER FREE DESIGN <] ves [ | No (ExPLAN) 38. 45.2. (2 A REFER TO DOOR SCHEDULE
SHEET WHERE DETAILED
18 | HAZARDOUS SUBSTANCES [ ] ves ><] no 3312 AND 33.114. | 410.13.(4)
> ; EXISTING DOOR AND FRAME,
19 REQUIRED FIRE HORIZONTAL ASSEMBLIES LISTED DESIGN NUMBER 32239 AND 32.14. | 4.10.8and 4.104 v TQ;NEZE# iiﬁilg% TO REMAIN
RESISTANCE FRR (HOURS) OR DESCRIPTION (SB-2)
RATING -
FLOORS 1HR HOURS BXUVC - FA06 (NEW) OR 16 TYPE X GNB (EXISTING) @ KEYNOTE, REFER TO 2 REMOVE EXISTING DOOR
NOTES ON SAME SHEET / AND FRAME
(FOR ADDITION | ROOF N/A HOURS | N/A —~
ONLY)
MEZZANINE N/A HOURS | N/A
LIST OF ABBREVIATIONS
FRR OF SUPPORTING LISTED DESIGN NUMBER
MEMBERS OR DESCRIPTION (SB-2)
¢ AND FEC FIRE EXTINGUISHER PLAS  PLASTER
FLOORS 1 HR HOURS INTUMESCENT PAINT OR 16 TYPE X GNB e AT AND CABINET PLYND PLYWOOD
# NUMBER FHC FIRE HOSE CABINET PREFIN PRE FINISHED
ROOF N/A HOURS N/A A/C AIR CONDITIONER F.F. FINISH FLOOR PoH PUSH
ACT  ACOUSTIC TILE FIN FINISH(ED) PT PAINT
MEZZANINE N/A HOURS N/A ADJ ADJISTABLE FND FOUNDATION PTD PAPER TOWEL DISPENSER
EEEaED AFF ABOVE FINISH FLOOR FRG  FIRE RATED GLAZING PTL PUSH TO LOCK
20 | SPATIAL SEPARATION - CONSTRUCTION OF EXTERIOR WALLS ~ (FOR ADDITION ONLY) AND 8257, q9.10.14 ALT  ALTERNATE 2l FOOT, FEET PUL PULL
237 ALUM  ALUMINUM FT6  FOOTING R RISER
WALL | AREAOF | LD. (m) | L/H OR |PERMITTED | PROPOSED % | FRR LISTED EBF CLADDING EBF CONSTRUCTION ANOD  ANODIZED FURN  FURNITURE RB RUBBER
EBF (m2) H/L  |MAX % OF | OF OPENINGS | (HOURS) | DESIGN OR APPROX APPROXIMATE oA GAGE, GAUGE REINF  REINFORCED
OPENINGS DESCRIPTION | T ERMITTED ACTUAL FERMITTED ACTUAL | COMMENTS|  ocH  ARCHITECTURAL GALY  GALVANIZED REQD REGURED
BD BOARD B GRAB BAR REV  REVISIONS
NORTH 235 39.4 <31 100 - - - - - - - - BLDG BULDING GB-L  '"L" SHAPED GRAB BAR RH ROBE HOOK
BLK  BLOCK oL GLASS/GLAZING RM ROOM
EAST - - - - - - - - - - - - BM BEAM GNB GYPSUM WALL BOARD SCHED SCHEDULE
BSMT  BASEMENT GNG  GEORGIAN WIRED GLASS SCR  SHOWER ROD AND CURTAN
SOUTH - - - _ - - - - - - - - BF BARRIER-FREE GYP  GYPSUM sD SOAP DISPENSER
A CLEAR ANODIZED H/C HANDICAP(ED) SDVCT  STATIC DISSIPATIVE VINYL TILE
NEST - - - _ - - - - - - - - cB CONCRETE BLOCK HD HAND DRYER SECT  SECTION
ce CORNER GUARD HDAR  HARDWARE SH SHELF
21 TRAVEL DISTANCE: MAX PERMITTED: 45m ACTUAL PROVIDED: 43.8m CH COAT HOOK HM HOLLOW METAL SHT SHEET
cd CONTROL JOINT HNG  HINGE SHTY  SHEET VINYL FRONT \4 | Ew
22 | REQURED NDTHS:  (FOR ADDITION ONLY) CLG  CELNG HO HOLD OPEN SHR  SHOWER
EXIT STAIRS: 400mm  AGTUAL 1100mm Cor ot et SN SANTARY NAPKN DISFOSAL
EXIT DOORS: 965mm  ACTUAL 965mm
CORRIDORS, 1100 A TUAL 1285 CONC  CONCRETE HT HEIGHT SPEC  SPECIFICATION
e 110 Omm A TUAL NoA mm CONT  CONTINUOUS HVAC  HEATING, VENTILATING, SPKR  SPEAKER
mm CORR  CORRIDOR AIR CONDITIONING sQ SQUARE
CPT  CARPET HAH  HOT WATER HEATER s STANLESS ST
23 | 5B-10 REQUREMENTS: TABLE 5B 5.5-6-2017  (FOR APDITION ONLY) cT CERAPE/IIC TILE D INSIDE DIiME'If'EERE STD 5TANI;/E\RD =
CLIMATE ZONE: 6 REQUIRED: PROVIDED: C/N  COMPLETE WITH INFO  INFORMATION STOR  STORAGE
ROOFS (INSULATION ENITRELY ABOVE ROOF): R-35 Cl R-35 Cl DEPT  DEPARTMENT INSUL  INSULATION / INSULATED STP sToP
WALLS ABOVE GRADE (STEEL FRAMED): R-13 + R-15 Cl R-13 + R-15 Cl DET  DETAL INT INTERIOR SIM SIMILAR
WALLS BELOW GRADE: R-20 ci R-20 ci DF DRINKING FOUNTAIN INV INVERT SAP  SWEEP
FLOORS (SLAB ON GRADE, UNHEATED): R-15 FOR 1220 mm  R-15 FOR 1220 mm DIA DIAMETER JAN JANITOR T TREAD
DIM DIMENSION INSH  JANITOR SHELF ™ TONEL BAR
ITEM | ONTARIO BUILDING CODE INFORMATION (PART 10) OBC REFERENCE DN DOMN KPL  KICK PLATE TEMP  TEMPERED
DR DOOR LAY LAVATORY T66 TONGUE AND GROOVE
] ] DS DONNSPOUT Lek  Lock THK THICK
1 CHANGE OF USE YES N/A 1011, DNG  DRAAING LTCH  LATCH THR THRESHOLD
EA EACH LTWT  LIGHTAEIGHT THRU  THROUGH
EIFS  EXTERIOR INSULATION m METRE (s) TPD  TOILET PAPER DISPENSER
ITEM | ONTARIO BUILDING CODE INFORMATION (PART 11) OBC REFERENCE EINSH SrSTEM MATL  MATERIAL TP etny
Ed EXPANSION JOINT MAX  MAXIMUM u/s UNDERSIDE
1 RENOVATION TYPE [ ] Brsic D><] ExTENSIVE 133. ELEV  ELEVATION MECH  MECHANICAL v VINYL
ELEC  ELECTRICAL MH MANHOLE VARN  VARNISHED
EMERG EMERGENCY MID MIDDLE VB VAPOUR BARRIER
2 REDUCTION IN STRUCTURAL: > no [ ] ves 1.4.2.1. EPB  EMERGENCY PUSH BUTTON MIN MINIMUM VET  VINYL COMPOSITE TILE
PERFORMANCE LEVEL ] ] EP ELECTRICAL PANEL MISC  MISCELLANEOUS VERT  VERTICAL
BY INCREASE N No YES 1n4.22. EPDM  ETHYLENE- PROPYLENE- mm MILLIMETER (s) VEST  VESTIBULE
OCCUPANT LOAD: DIENE POLYMER MR MIRROR VT VINYL TILE
EQ EQUAL N NORTH W WITH
e O e, > wo [ ] ves 11.4.23. EQUP  EGUIPMENT NIC/NLC. NOT IN CONTRACT WASH  WASHER
‘ EN EACH WAY NTS NOT TO SCALE WD WOOD
PLUMBING: > no [ ] ves 1.4.20.4. EX/EXIST EXISTING NO. NUMBER WSTRP  WEATHERSTRIPPING
EXP EXPOSED OC.  ONCENTER R WATER RESISTANT
FA FIRE ALARM oD OUTSIDE DIAMETER WO WTHOUT
SENAGE SYSTEMS: NO YES 11.4.25,
X [ ] ve FD FLOOR DRAIN OHD  OVERHEAD DOOR WSR  WNASTE RECEPTACLE B AGK \V4 | Ew
FE FIRE EXTINGUISHER PDO  POWER DOOR OPERATOR WT WEIGHT
EXTENSION OF COMBUSTIBLE 426.
> vo [ ] ves 1.4.26 PLAM  PLASTIC LAMINATE WAF  WELDED WIRE FABRIC
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