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SPECIFICATIONS

THIS LIFT IS MANUFACTURED IN ACCORDANCE WITH: CSA B44 SEC 5.2 - 2019

CAB OPTION & FINISHES

PLATFORM (Width x Length): 48 "[1219mm] x 54" [1372mm]

CAR STYLE:
CAR CLEAR AREA:
FLOORING:
CAB HEIGHT
WALLS:
PANELS:
TRIM:

CEILING FINISH:

LIGHTING:
HANDRAIL FINISH:

EXTRA HANDRAIL(S) / LOC(S).:

CAB OPERATION:

TELEPHONE:

3D DOOR RE-OPEN:

TWO WAY VISUAL COMM. SYSTEM:
C.O.P. FINISH:

C.0.P. STOP ALARM:

C.0.P. OPERATION:

1L
18.00 Sq.Ft. [1.67 Sq.M]
PLYWOOD W/ FINISH BY OTHERS

84" [2133mm]

*TBD** - P-LAM
BLACK

WHITE

4 RECESS. LED LIGHTS-WHITE TRIM
DIA 1.5"[38MM] -#4 BRUSHED ST/STL
N/A

AUTOMATIC OPERATION
HANDSFREE (2010 CODE OR LATER)
YES

YES

#4 BRUSHED ST/STL

KEYED STOP & ALARM BUTTON
KEYLESS

CONTROLS
OPERATION: COLLECTIVE AUTOMATIC
HALL STATION TYPE: CALL WITH CAR HERE LIGHT
HALL STATION KEY: ALL KEYLESS
HALL STATION FINISH: #4 BRUSHED STAINLESS STEEL
DIGITAL DISPLAY (Levels): N/A
CALL BUTTONS: CONCURRENT: OPERATION:
FLR-1DR-1: B KEYLESS
FLR-2 DR-1: 2 KEYLESS
FLR-3DR-1: 3 KEYLESS
FLR-4 DR-1:
FLR-5 DR-1:
FLR-6 DR-1:

GENERAL
MODEL: Electric LULA (w/ Machine Room)

3
260.00 " [6604 mm]

NUMBER OF STOPS:
TRAVEL DISTANCE:

PIT DEPTH: 17.00 " [432 mm]
CAPACITY: 1400 Ib [635 Kg]
RATED SPEED (nominal): 30 FT/MIN [0.15 MSEC]
POWER SUPPLY: 230V 1PH 60HZ

DOOR OPTION & FINISHES

ENTRANCES:

CAB DOOR FINISH:
LANDING DOOR FINISH:
LOCK TYPE:

2 SPEED SLIDING DOOR - TYLER
BLACK

PRIMED

SEMATIC MECHANICAL LOCK

TRACTION MOTOR / GEARBOX:

) GEAR MFR. TORNADO
DOOR LOCATION(S): NO CONCURRENT LANDING DOORS
1st FLR. LOCATION: X GEAR MODEL: TD 10
1st FLR. HANDING: ~ RH MOTOR: 5.0 hp [3.7kW]
2nd FLR. LOCATION: X FO 4 MOTOR BRAKE No. IEC100-4
2nd FLR. HANDING: RH SPEED n1/n2 1420/10rpm
3rd FLR. LOCATION: X
3rd FLR. HANDING:  RH X %Rt [ Z
4th FLR. LOCATION:
4th FLR. HANDING:
5th FLR. LOCATION: Y SUSPENSION:
gm E'I:E- ESQE'T']‘SN_ TYPE: ELEV. CABLE 3X3/8" [9.52mm] DIA
oth FLR. FANDING. CONSTRUCTION: IWRC 8 X 19, GALV. STEEL RHRL
: : NOMINAL STRENGTH: 9,200 Ibs [40.9 kN] Per Cable
MISCELLANEOUS DETAILS SPECS: 8X19 80-001
FAN & VENTILATION: NO
HOISTWAY CONSTRUCTION: MASONRY
REMOTE CONTROLLER: NO
BUFFER / PIT SPRINGS: NO
COUNTER WEIGHT SAFETIES: NO OVERSPPED GOVERNOR:
TRAVELLING CABLE LENGTH (FT): SUFFICIENT MODEL: ALJO V-2128
PHASE 1 FIREMAN SERVICE: YES MAXIMUM TRIP SPEED: 75 fpm [0.38 m/sec]
MAIN EGRESS LEVEL: 2 GOVERNOR ROPES: 1/4" [6 mm] DIA. - 7 X 19 IWRC
ALTERNATE EGRESS LEVEL: 3 GALVANIZED STEEL RHRL
MACHINE ROOM LEVEL: 2 MINIMUM PULL THRU: 26 Ibs [11.8 kg]
CAR TOP PROP: NO
KEYED HOISTWAY ACCESS: YES
FASCIA: BY OTHERS
TECH TOOLS: DIGITAL TECH. DIAGNOSTIC DISPLAY
WARRANTY: STANDARD 2 YEAR WARRANTY

SPECIAL NOTES
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PROVISIONS BY OTHERS

*GENERAL

1. ELEVATOR HOISTWAY, PIT MUST BE IN ACCORDANCE WITH ASME A17.1SEC. 5.2, AND TO
EXISTING LOCAL CODES AND REGULATIONS.

2. HOISTWAY TO BE PLUMB, LEVEL, AND SQUARE ... (+— # INCH) .

3. CONTRACTOR TO PROVIDE DRYWALL, CARPENTRY, AND MASONRY WORK AS REQUIRED AS
WELL AS PATCHING AND MAKING GOOD (INCLUDING FINISH PAINTING), ANY CUTTING, DRILLING
, AND MODIFICATION TO THE BUILDING NECESSARY TO PERMIT PROPER INSTALLATION OF THE
ELEVATOR EQUIPMENT.

4. ONLY MACHINERY & EQUIPMENT USED DIRECTLY IN CONNECTION WITH THE ELEVATOR
SHALL BE PERMITTED IN THE ELEVATOR HOISTWAY.

5. ELEVATOR MACHINE AREA, CONTROL AREA & RUNWAY SHALL BE PROVIDED WITH
NATURAL & MECHANICAL MEANS TO KEEP THE AMBIENT AIR TEMPERATURE BETWEEN 15C
(59F) & 32C (90F), FROM 5% TO 90% NON—CONDENSING.

6. PROVIDE ALL LANDING ENTRANCE RETURNS AFTER LANDING DOORS (AND CONTROLLER
WHERE APPLICABLE) ARE INSTALLED.

*STRUCTURAL

1. STRUCTURAL ENGINEER TO ASSURE THAT BUILDING AND HOISTWAY STRUCTURES ARE
CAPABLE OF SUPPORTING LOADS IMPOSED BY THE ELEVATOR EQUIPMENT. (REFER TO
ELEVATOR LOAD DIAGRAM FOR MORE DETAILS).

2. WHERE DOORS ARE REQUIRED, SUITABLE LINTELS MUST BE PROVIDED BY
CONTRACTOR /OWNER, DOOR FRAMES ARE NOT DESIGNED TO SUPPORT OVERHEAD WALL
LOADS.

3. THE GUIDE RAIL BRACKETS, THEIR FASTENERS AND SUPPORTS, SUCH AS BUILDING
BEAMS AND WALLS SHALL BE CAPABLE OF RESISTING THE HORIZONTAL LOADS IMPOSED
BY THE ELEVATOR WITH A TOTAL DEFLECTION AT THE POINT OF SUPPORT NOT IN
EXCESS OF 1/8 INCH (3 MM).
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PROVISIONS BY OTHERS (continued)

*ELECTRICAL
MACHINE ROOM OPTION SELECTED

1. BEFORE INSTALLATION CAN BEGIN, PERMANENT POWER MUST BE SUPPLIED.

2. PROVIDE 120V 15A DUPLEX GFCI RECEPTACLE AND LIGHTING OF NOT LESS THAN 100 LX (10 FC) FOR HOISTWAY PIT AREA.
3. IF FIREMAN SERVICE OPERATION IS REQUIRED, PROVIDE SMOKE SENSORS SIGNALS TO THE CONTROLLER FOR GENERAL FIRE
ALARM, MACHINE ROOM AREA, MAIN FLOOR AREA AND TOP OF HOISTWAY. AN ADDITIONAL SMOKE SENSOR SIGNAL MAY BE
REQUIRED FOR BOTTOM OF HOISTWAY WHERE THERE IS SPRINKLER IN THE HOISTWAY PIT.

4. EMERGENCY COMMUNICATION: VISUAL AND AUDIO COMMUNICATION WITH LINE LOSS MONITORING CAPABILITY REQUIRES
SECURED INTERNET CONNECTION PROVIDED TO CONTROL ROOM/CONTROL SPACE.

MACHINE—ROOM OPTION

1. LOCKABLE FUSED DISCONNECT SWITCH c/w AUXILIARY CONTACTS FOR 230V, 1PH, 60 HZ, 30 AMPS POWER TO BE PROVIDED.
BY OTHERS.

2. 120V 15A DISCONNECT SWITCH FOR CAB LIGHTING TO BE PROVIDED BY OTHERS.

3. MACHINE ROOM TO BE LOCATED AT LOWER LANDING ADJACENT TO RUNWAY UNLESS OTHERWISE NOTED.

4, ACCESS TO MACHINE ROOM IS TO BE THROUGH SELF—CLOSING AND LOCKABLE DOOR. ADJUSTMENTS MAY BE REQUIRED TO
ACCOMMODATE SITE CONDITIONS.

5. 120V 15A GFCl RECEPTACLE AND LIGHTING OF NOT LESS THAN 100 LX (10 FC) FOR MACHINE ROOM AREA TO BE PROVIDED
BY OTHERS.

6. MAXIMUM ALLOWABLE SINGLE PHASE VOLTAGE FOR CONTROLLER, MOTOR AND OTHER EQUIPMENT TO BE 240V. CONTACT
GARAVENTA FOR OTHER VOLTAGES.

DISCONNECT TIME DELAY
SIZE EUSE SIZE VOLTS PHASE FLA
MOTOR & EQUIP 30 AMPS 15 AMPS 230V Single Phase 12.5 AMPS
CAB LIGHTS 15 AMPS 15 AMPS 115V Single Phase
DB LIGHT 15 AMPS 15 AMPS 115V Single Phase
- MACHINE ROOM AND EQUIPMENT
// — MACHINE ROOM PLAN SHOWN FOR REFERENCE ONLY.
ACTUAL SITE CONDITIONS WILL
_ AFFECT SIZE OF MACHINE ROOM
g AND LOCATION OF EQUIPMENT.
S SEE GENERAL NOTE#1 UNDER
% LIGHT SW. & DUPLEX CONTROLLER PROVISIONS BY OTHERS.
3 RECEPTACLE DIMENSIONS
i
MOTOR & EQUlP - T | 000
/ - |~ SEE CHART ABOVE I
B ‘_r'—/ 39.4"[1000]
\ L] s
ot | CARLIGHTING SUPPLY - 3
t SEE CHART ABOVE = |
‘ ¢ o
CONTROLLER
> POWER TO HOISTWAY L] .
(BY OTHERS) — ) )
(SEE PROVISION NOTES) Lw.] J IM
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